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Hydraulic Paving Vibrators
& Smart Systems

TM

W949668       2-1/4" head assembly for W949-170,  with threaded motor housing for 45° angle tube  

 W949808       2-1/4" head assembly for W949-156, with threaded motor housing for extended tube

Model 
Number* Description 

Flow:  4 GPM Max. - 10,500 RPM 
Pressure:  800 PSI Normal Operating Pressure 
(1,000 PSI Max.) 
Filtration:  10 Micron-Absolute (ISO 17/13 Fluid 
Cleanliness required) 
Fluid Temperature:  140 °F Optimum (165 °F Max.)    

Head:  2-1/4" Square 
Amplitude:  .060"  Total = .120" 
Centrifugal Force:  2,500 lbs. @10,500 VPMs 
Eccentric Moment: .79 in. lbs. 
Hose Sizes:  Inlet - 1/4", Outlet - 3/8" 
Standard Hose Length:  Angle: 8' Hydraulic, 4' Protective    
                                         Straight: 9' Hydraulic, 6' Protective   

Paving Vibrator SpecificationsHydraulic System  
Operating Specifications 

A)  W419850 Hydraulic Test Kit  
This low cost hydraulic tester measures in-line flow and 
pressure simultaneously to help in adjusting the hydraulic 
system to maintain peak operating performance. 

B)  W419855 Vibrating Reed-type Tachometer 
This hand-held instrument measures VPM's on a series of 
calibrated vibrating reeds.  No brackets or other 
accessories are needed.  

C)  W001000 "Slide Rule" Tachometer  
This pen size, precision built unit uses a steel wire reed 
and a movable tuning slide to indicate vibration in a 2,000 
to 21,000 VPM range.

Paving  Vibrator Accessories A

B

C

*Supplied with 2500# rotor

With Light Weight Cast Angle Bracket



W949-150 W950-130 W949-156 W949-170 

 Description 

Model  

Number  

Visible in direct sunlight 
Easy to download by memory stick or flash card 
Battery back-up for undisturbed data collection, due to 
power interruption 
Simple to remove from paver 
Translator data collection to Windows® based 
computer ensures non-obsolescence 
Track speed sensing works off of 
existing machine wheel 
Wyco has and continues to be 
the leader in speed sensor 
technology with our 
Smart-VibratorTM 

Displays and records: date, time, vibrator 
speeds, station, track speed, air temp, air 
relative humidity and other sensor data 
Compares high and low alarms and notifies 
range violations with visual signals 
Data can be recorded at user defined time or
distance increments 
Simply touch on vibrator from the  main 
screen and all the unit's settings and 
information pops up 
Data can be displayed and recorded in both 
Metric and English units 
Vibrator control options available
Displays 32 vibrators on one screen with bar 
graph and digital values 
Monitors an unlimited number of vibrators  

Simply select any of the 8 vibrators connected by turning a 
rotary switch and the speed (VPMs) will be displayed 
System can be powered by a 12 or 24 volt DC battery system  

Wyco Smart Vibrators and Smart Monitoring Systems are 
protected by these U.S. Patents (Patent No. 5,99925,238 
and 6,109,111) 

1-800-233-9926 1-800-233-9926


