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ConvertersSelect-Cycle®

GeneratorsHigh-Cycle

Two Convenient output receptacles, with a conservative output rating
Protective roll cage with central lifting bar 
Solid state exciter system 
Cast iron cylinder sleeves 

Adapts 230V generator or other single phase source to 230V, 3-phase 
Runs two Wyco High Cycle vibrators and maintains speed 
Rugged construction & protective frame 

WYCO TOOL 
8635 Washington Avenue
Racine, Wisconsin 53406-3738 USA
Tel: 262 639-6770 or 800-233-9926
Fax: 262 639-2023 or 888-992-6872

Website: www.wycotool.com
E-Mail: wycosales@wycotool.com

® FORM NO. W-100  PRINTED IN USA 1/10

WYCO and SELECT-CYCLE are registered trademarks of Racine Federated Inc.
Square Head and EZ Vibe are trademarks of Racine Federated Inc.
UL is a registered trademark of Underwriters Laboratories Inc.
© 2010 Racine Federated Inc., all rights reserved.

R
AC

IN
E FEDERATED IN

C
.

ISO 9001 : 2008     FILE N0. A
68

56

Square Head™ High Cycle
Concrete Vibrator

Creates powerful force for consolidation 
Compatible with 230 volt, 3-phase high cycle generators 
25' power cord 
Maintains uniform speed/frequency under load 
Square Head performance 
Multi-speed capability when used with Select-Cycle converter 

High Cycle Vibrators are manufactured to properly consolidate difficult performance 
based concrete mix designs. The consistent speed output, under variable loads, 
produces uniform results.

    Variable air flow rate with a twist grip throttle
    Easy to handle 

Concrete VibratorBD Pneumatic

   Quiet, smooth operation 
    Available in four head sizes and three hose lengths

Wyco BD Pneumatic Concrete Vibrators utilize a built-in pneumatically driven motor which has only two moving 
parts, the vane and rotor. Compressed air is supplied to the vibrator through the air valve and inner hose. 
Air flows into the rotor, passes through the passage ways in the vane, back through the "air gap" on the rotor 
and outer holes in the rear flange. This activates the rotor and the vibrator begins to vibrate.
The Wyco Pneumatic Vibrator is available with head sizes 1½", 2¼", 2¾", and 3". Hoses are available in 10, 
15, and 20 foot lengths (Note: 1½" is only offered in 10 foot hose length). 

Wyco’s Select-Cycle Converter box provides optimum speed selection, 
allowing contractors to select the speed (8,000, 10,800, & 12,000 vpm) 
needed for the job. 

Wyco’s High-Cycle Generator system uses a 8hp (3600) RPM Honda 
gasoline engine with a 1.59 US gallon (6 liter) capacity tank and a recoil start. 
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